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§ 199.214 Immersion suits and thermal 
protective aids. 

(a) Each passenger vessel must carry 
at least three immersion suits ap-
proved under approval series 160.171 for 
each lifeboat on the vessel. 

(b) In addition to the requirements in 
paragraph (a) of this section, each pas-
senger vessel must carry a thermal 
protective aid approved under approval 
series 160.174 for each person not pro-
vided with an immersion suit. 

(c) The immersion suits and thermal 
protective aids required under para-
graphs (a) and (b) of this section are 
not required if the passenger vessel op-
erates only on routes between 32 de-
grees north and 32 degrees south lati-
tude. 

§ 199.217 Muster list and emergency 
instructions. 

(a) The format of each passenger ves-
sel muster list required under § 199.80 
must be approved by the OCMI. 

(b) The passenger vessel muster list 
or emergency instructions must in-
clude procedures for locating and res-
cuing persons other than the crew who 
may be trapped in their staterooms. 

(c) As an alternative to the require-
ments in § 199.80(c), the passenger ves-
sel emergency instructions may meet 
the requirements of MSC Circular 699 
(Guidelines for Passenger Safety In-
structions). 

§ 199.220 Survival craft and rescue 
boat embarkation arrangements. 

(a) Survival craft embarkation ar-
rangements must be designed for— 

(1) Each lifeboat to be boarded and 
launched either directly from the 
stowed position or from an embar-
kation deck, but not both; and 

(2) Davit-launched liferafts to be 
boarded and launched from a position 
immediately adjacent to the stowed 
positions or from a position where, as 
described under § 199.130(c)(4), the life-
raft is transferred before launching. 

(b) Each rescue boat must be able to 
be boarded and launched directly from 
the stowed position with the number of 
persons assigned to crew the rescue 
boat on board. Notwithstanding para-
graph (a)(1) of this section, if the res-
cue boat is also a lifeboat and the other 
lifeboats are boarded and launched 

from an embarkation deck, the ar-
rangements must be such that the res-
cue boat can also be boarded and 
launched from the embarkation deck. 

[CGD 84–069, 61 FR 25313, May 20, 1996, as 
amended by USCG–1999–6216, 64 FR 53229, Oct. 
1, 1999] 

§ 199.230 Stowage of survival craft. 

(a) To meet the requirements of 
§ 199.130(b)(1), each lifeboat on a pas-
senger vessel of 80 meters (262 feet) in 
length and upwards must be stowed 
where the after-end of the lifeboat is at 
least 1.5 times the length of the life-
boat forward of the vessel’s propeller. 

(b) The stowage height of a survival 
craft must take into account the ves-
sel’s escape provisions, the vessel’s 
size, and the weather conditions likely 
to be encountered in the vessel’s in-
tended area of operation. 

(c) The height of the davit head of 
each davit when it is in position to 
launch the survival craft should, as far 
as practicable, not exceed 15 meters (49 
feet) to the waterline when the vessel 
is in its lightest seagoing condition. 

§ 199.240 Muster stations. 

Each passenger vessel must, in addi-
tion to meeting the requirements of 
§ 199.110, have muster stations that— 

(a) Are near the embarkation sta-
tions, unless a muster station is also 
an embarkation station; 

(b) Permit ready access to the embar-
kation station, unless a muster station 
is also an embarkation station; and 

(c) Have sufficient room to marshal 
and instruct passengers and special 
personnel. 

§ 199.245 Survival craft embarkation 
and launching arrangements. 

(a) Each davit-launched liferaft must 
be arranged to be rapidly boarded by 
its full complement of persons. 

(b) All survival craft required for 
abandonment by the total number of 
persons on board must be capable of 
being launched with the survival 
crafts’ full complement of persons and 
equipment within a period of 30 min-
utes from the time the abandon-ship 
signal is given. 
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